CARBORUNDUM UNIVERSAL LIMITED

Abrasives for
Engine Valve Industry




CUMI is widely acknowledged as a leading integrated abrasive manufacture, is firmly committed to anticipating and meeting
its customer’s needs and pushing forward the frontiers of abrasive product development.
CUMTI’s range of Centreless grinding wheels include the versatile and time tested bond system V10, V45, V60 besides the

high performance.
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Manufacturing flow process with Grading Recommendations
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A463 M3 V10
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Manufacturing flow process with Grading Recommendations

o AA100 N5 VF8 /
Seat Grinding S AA100 N5 V45 -
Normal Valves

RAA100 K7 V500 / 45

> 3MSB1001 M6
VSAE / 45 - 3MSB100 TDV761 / 60
Nitride Valves & Other Coating Valves
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DA801 16 V223 : Premium Products
DA120 15 V10X

A10015V10 : Conventional
Finish Centreless - > / A100 15 V45
5A1001 15 V390 / 45

Finish end Grinding - Il - » A100 J5V10/
GC220 15 VG

Final inspection & Packing




Benefits

. Freed cutting

. Best suited from variable material & variable hardness within the stem
. Lower diary frequency

. Higher productivity

. Buffer surface finish

. Lower cost / component




